
3-Tier Rocket Prep Stand 

MDZ  09/25/2015 

I found this rocket work stand photo on 

the internet.  It is not my design and 

there were no dimensions shown. 

 

I built my version using 2 upright 

sections whereas the original design 

used 3 sections.  To lower the build cost 

I also omitted the pipe caps. 

 

My build uses ¾” sch 40 PVC and cost 

about $30.  The parts were available at 

Lowes: 

• 6 cross connectors 

• 4 - 45° Els 

• 4 - 90° Elbows 

• 14 ft ¾” sch 40 PVC pipe 

• 6 ft ¾” foam pipe wrap 

 

Construction time was about 30 min. 

using the following steps - refer to the 

photo (right) for part orientation: 

1. Part 1 - cut 4 pipe pieces each 5” 

long - press into part 2. 

2. Cut 4 pipe pieces each 2” long - 

press into part 2. 

3. Press Part 3 into other end of the 2” pipe segments. 

4. Part 7b – cut 4 pipe pieces each 7” long - press into parts 3 & 4 

5. Now you should have 2 upright support sections assembled. 

6. Cut 4 pipe pieces each 1½” long, press into part 3 the add part 5 

7. Cut 2 pipe pieces each 24” long, press into part 5, connect together the two upright support 

sections, and adjust the various connections to level the support assembly. 

8. Cut 8 pipe pieces each 6½” long (part 7), press into the open ends of parts 3 and 4 

9. Cut 8 pieces of ¾:”foam pipe wrap 5-7/8” long and slide each over each part 7. 

10. Cut 4 pieces of ¾:”foam pipe wrap 5-5/8” long, split along the long axis pre-cut mark, and wrap 

around each part 7b. 

 

CAUTION 
Pre-fit all parts before gluing (if desired) 

 

Soft rubber leg caps (1” OD) may be added to prevent the assembly from sliding on smooth surfaces. 
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